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APPROVED: FOR PUBLY. WATER, PUBLIC SEFWERAGE S5 EMS,
GE NE RAL NOTES STORM DRAINAGE SYSTFMS AND PURLIC ROADS
HOWARD COUNTY DEPARTMENT OF PUBLIC WORKS
‘ 7 !
. . Asturhance. parmanent o1 emeorany % REVIEWER NO EACIL TIES REQUIRED

1. TOPOGRAPHY SHOWN ON THIS DRAWING HAS BEEN TRACED FROM 34. NC FILL MATERTAL WILL BE DEPOSITER 1IN WETLANDS, STREAM C (A shall bhe respoasible for atrangfing t. 1 fmmedite repai:s of replacement o Gl el lowting 1atrtal sal]l disiarbance os ravD stuthan ,I( :1“!1!":1( - : ' "‘ e '\GM' M X P _4) 3 Q[
TOPOGRAPHIC SURVEYS AND M °S PRFEPARED BY HOWARD COQUNTY. THE / CHANNEIS OR ASSOCIATED BUFFER AREAS EXCEPT AS APPROVED UNDER rristing erosion or sediment conti1a) meagures whi b ar1e 1emaved, damaged, o stabiidzarion chall be completed withing a) seven calendar davs fop thy N: e DIRECTOR DATE
OWNFER OR ARCHITECT DO NOT IN ANY WAY GUARANTEE THE INFORMATION SDP-90-183 AND WP-90-129. tendered fneffective by work coversd ynder this agtesmea at all perimeter tontrols and all perimeter slopec; h) fourteen catendar days fo | = A N

i i is 1n : -
SHOWN HFREON, NOR DOES ANY INFORMATION SHOWN OR LACK THEREOF all ather disturibed or graded areas. Are._s _y_h_grexrarllv[g( constiuction N)_,Q,Q_._._______ o o ﬁ%_ o
RELIEVE THE CONTRACTOR OF RESPONSIBILITY FOR CORRECT AND 35. THE LIMIT OF DISTURBANCE FOR PATHWAY CONSTRUCTION SHALL BE N. This agreement applies to earth discarbing ac tivifies reessary [1 the constiuceyon progress ate exempt . ' CHIEF, BUREAU OF ENGINEERING CB W /ak, DATE n
DING. RESTRICTED TO A 10 FOOT WIDE CORRIDOR FOR ALL ENCROACHMENTS of recreational pathusys which may be rurfaced with bitumincas paviog, (oncrere, _ ) ‘ N
FROPER COMPLETTON oF GRA WITHIN THE REQUIRED WETLAND/STREAM BUFFERS AS INDICATED ON THE stone o1 mulch. tron compinion ol floal mrading all disturbed areas TRl he A e v APPROVED: HOWARD COUNTY DEPARTMENT OF PLANNING AND ZONING
. FVE PME LAN contrete, bhlacktop, stone, or vegeliatlive cover | Teas 1o he vepetarively

2. ALL [T;:gzs é:; :’: ADI};H:;P:;!'; OR GREATER SHALL REMAIN PROTECTED SITE D Lo NT P * ' £. The following grading limitations are imposed: stabilized (seeded) shall he stabilized duting the fLitst seeding period (March |

AND AMAGE 5. 36. THE DEVELOPER SHALL IMPLEMENT AND ADEQUATELY MAINTAIN SEDIMENT (mited bbi crd and. 1111 (except as noted herein) thiu Apritl 30, or August ) thru October 15) folloving grading Extension Service _ 4.’///
. e exc (e 1 .

3. ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE HOWARD AND EROSION CONTROL MEASURES INCLUDING LIMITING THE D E:i::":"r;‘r;'riﬂﬁr:”";ﬂf:‘:“s"" cuerine . Bullettn 71 may he used as 3 gulde for seeding. 7/7‘/
COUNTY DESIGN MANUDAL STANDARD SPECIFICATIONS AND DETAILS FOR DISTURBANCE TO EXISTING VEGETATION AND STEEP SLOPES FOR AREAS : %) A1 off <1te f111 a1 barrou areas must have an approved sediment control plan ATE
CONSTRUCTION. ADJACENT TO WETLANDS AND STREAMS. 7) Fi1] mugt be pror‘r(l?ncn-parrfd,(f-’llll‘ height not to exceed ‘hres (1) teer | and and permit prior 1o prading qf{‘? 4[

bhe npot ateeper than pereent | -

4. DEVIATIONS FROM THESE PLANS AND SPECIFICATIONS WITHOUT PRIOR -37. DEMARCATE THE LIMIT OF DISTURBANCE AREA ON SITE WITH A ] . B) The applicant shall notffy the Howard County Sediment Control Division af least / A
WRITTEN CONSENT OF THE ENGINEER MAY CAUSE THE WORK TO BE CONSTRUCTION FENCE PRIOR TO ANY CLEARING AND/OR GRADING 1) Cut sinpes may not exceed 7 1, 50 percent i 48 hours prior to commencing clearing or grading.  Call 997 7437, LEF' Dl(\{l‘i\ND O:N% e oart
UNACCEPTABLE. . ACTIVITY FOR CONSTRUCTION. 4} Grading may not irwpair surface drainage, create an erosion harard nr discharge . PLANNING L

, sndiment into any adjarent vatervay. & Compiiance with the provisions of the agreement <shall not 1elfeve (A of taking DEVELOPMENT

5.  ADJUSTMENTS TO THE SFEQUENCE OF CONSTRUCTION SHALL BE APPROVED 38. FUTURE PLANS OR BUILDING PERMITS SHALL REFERENCE ALL WAIVER i . Latn re i oermit et wihout the addirtonal meakures when necessaly to prevent erosion and sedimentation. Addi
BY THE HOWARD COUNTY DEPARTMENT OF INSPECTIONS, LICENSES AND APPROVAL REFERENCES TO INCLUDE SDP-90-183, WP-90-129 AND WP- ") ‘rgqt?rin_Pg;m{'i‘”‘"% vithin the 100 year fload platn as noe per ' "1hnal tequitenents may be fmposed by rhe Howatrd County Sediment Contrel Insper (ol ‘ AA YSTE
PERMITS PRIOR TO SUCRHR ADTUSTMENTS. 91-56. In cases where these condltion cannot be met, CA muct rontact the HSCO for specific assigned (o the job, when dermed neressary to prevent erosion and sedimentation APPROVED: ;%RWIAF;IBBLCISU\;ATEEzEAANETSUSEFI!%;;:[E—N‘!GE SYSTEMS,

commendations. (T is may invodve preparation of a custom plan by A} . :

6. THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO PROTECT 39. ALL PROPOSED PATHWAY LOCATIONS SHALL BE FIELD STAKED AND oo i , REVIEWED NQ FACILITIES REQUIRED.

EXISTING UTILITIES AND MAINTAIN UNINTERRUPTED SERVICE. ANY APPROVED BY THE PROJECT ENGINEER. PATHWAYS SHALL BE LAID OUT F Sediment and erasfon contraol measures will he perfoarmed as lollou ) ‘7 _ 6“‘
DAMAGE INCURRED DUE TO THE CONTRACTOR'S OPERATIONS SMALL BE 30' FROM EXISTING STREAM CHANNELS WHERE OPEN SPACE PROPERTY P ' T A
REPATRED TMMEDIATELY AT THE CONTRACTOR'S EXPENSE. LIMNITS PERMIT. 1) Sediment control measures shall be placed as «learing and prubhing progresses CO)NTOEALTH OF‘:'C‘-’FRO P 3 NATF
an a day to day basis )
RACTO MPLY WITH SEDIMENT CONTROL NOTES AS R _
7. ml) OHR“{S;?ELLPI?;S 31. A WAIVER HAS BEEN SUBNITTED POR STORMWATER MANAGEMENT OUANTITY 7) Eauipment entrances must be srabilized with stone 10 prevent s Y g ot
’ ’ ) AND QUALITY CONTRCL. WAIVER APPROVED UNDER SDP-90-183 AND WP- sediment onto public streers If trackiag occeuies  fmmediate ¢ bpanup
8. THE ENGINFER ASSUMES NO RESPONSIBILITY FOR EXISTING UTILITIES 91-56. REFER TO DPW LETTER DATED JANUARY 7, 1991. 1equined
ON THESE PLANS. IT SHALL BE THFE RESPONSIBILITY OF . (o _ bale dikes shall be used mronnd sraded sreas 1o com o
:ETE ggr?'rwsacrogﬂm VERIFY THE LOCATIONS OF ALL UTILITIES WITHIN "32. A WAIVER HAS BEEN SUBMITTED FOR WORK WITHIN .THE 100-YEAR K q:.,l,'i_,n?" or siran hate Tites shell heused nronnd w :
THE LIMITS OF CONSTRUGTION. FLOODPLAIN PER SEC. 16.116 (a){1)(2). WAIVER APPROVED UNDER
SDP-90-183 AND WP-90-129. THESE WAIVERS SHALL APPLY TO ALL
9. THE CONTRACTOR SHALL NOTIFY THE FOLLOWING UTILITIES OR PATHWAYS SHOWN ON THIS PLAN. l
LEAS TARTING WORK ON THESE
g:::g;fg,“ T FIVE DAYS BEFORE S .33. THE FOLLOWING PERMITS SHALL APPLY TO PROPOSED CONSTRUCTION —
™ SHOWN ON THESE PLANS, CORPS OF ENGINEERS AND WATER QUALITY APPROX. NORTH
“MISS UTILITY" 1-(800) 257-7777 PERMIT NO. 88-1444-5 AND B88-4190-5, | T
BALTIMORE GAS & ELECTRIC COMPANY (3o0) 2 nese 34. A WA'VER HAS BEEN APPRCVED FOR TOT LOT CONSTRUCTION WITHIN FLOOD FLAIN, .
C & P TELEPHONE COMPANY (301} WETLAND AND STREAM BUFFER AREAS PER SECTION 16.116.a. 1.2 AND SECTION
.c.6. REFER TO WP-91-1 HR,IRON FRAME WAY TOT LOT .

10. IT SHALL BE DISTINCTLY UNDERSTOOD THAT FAILURE TO MENTION 6. 116.c.6. REFER TO 91- 161, vHR, 1RO
SPECIFICALLY ANY WORK WHICH WOULD NORMALLY BE REQUIRED TO
COMPLETE THE PROJECT SHALL NOT RELIEVE THE CONTRACTOR OF HIS
RESPONSTBILITY TO PERFORM SUCH WORK.

11. THE CONTRACTOR SHALL OBTAIN THE NECESSARY PERMITS FOR
CONSTRUCTION. EQUIPMENT

et —

12. THE CONTRACTOR OR DEVELOPER SHALL CONTACT THE CONSTRUCTION INSPECTION
DIVISION 24 HOURS IN ANVANCE OF COMMENCEMENT OF WORK AT 792 -7272. A HORIZONTAL L ADDER #40|

13. THE CONTRACTOR SHAL!I, REPAIR AND MAINTAIF EXISTING SEDIMENT I i B (2) SPRING ANIMALS
CONTROL DEVICES UNTIL ALL AREAS WITIIN THE LIMIT OF ‘

CONSTRUCTION ARE STABILIZED. AT THAT F)OINT, ALL SEDIMENT C SANDBOX
CONTROL DEVICES SHALL BE REMOVED AND , REAS RESTORED AND o
STABILIZED UPON APPROVAL BY THE HOWARD COU} TY SEDIMENT CONTROL = D FORT UNIT +# 10l
INSPECTOR. In . . -
I E T SWING # II6

14. THE MEASURES REQUIRED IN THE APPROVED SEDIMENT CONTROL PLAN
SHALL APPLY AS IF SHOWH ON ALL PLANS. 'a ' ‘ F PERMANENT BENCH

15. THE CONTRACTOR SHALL CONTACT THE CONSTRUCTION/INSPECTION/ w
SURVEY DIVISION 24 HOURS IN ADVANCE OF COMMENCEMENT OF WORK : G PERMANENT TRASH CONTAINER
AT 313-2417 OR 313-2418.

/

16. THE DEVELOPER IS RESPONSIBLE FOR THE ACQUISITION OF ALL
EASEMENTS, RIGHTS AND/OR RIGHTS-OF-WAY TIHAT MAY BE REQUIRED s P
FOR THE SEDIMENT AND EROSION CONTROL PRACTICES, STORMWATER -
MANAGEMENT PRACTICES AND THE DISCHARGE OF STORMWATER ONTO OR \ | = ""“ 24" TOP OF SPRING -
ACROSS ADJACENT OR DOWNSTREAM PROPERTIES INCLUDED TN THIS ; )

PLAN. HE IS ALSO RESPONSIBLE FOR THE ACQUIS PION OF ALL

EASEMENT, RIGHTS AND/OR RIGHTS-OF-WAY THAT MAY BE REQUIRED FOR

GRADING AND/OR WORK ON ADJACENT PROPERTIES INCLUDED IN THMIS D _

PLAN. . B /
l‘ “ (1} ) /"

17. PRIOR TO START OF ANY CONSTRUCTION, THE CONTRACTOR SHALL STAKE C|wl 4 HARDWOOD
OUT ALL CONSTRUCTION AND VERIFY ALL OFFSETS, SETBACKS, EXISTING Cy = MULLCH '

UTILITY LOCATIONS (HORIZONTAL AND VERTICAI) AND DIMENSIONS. SPECIFIC TERMS AGREEMENT . i ,
betwveen . .

18. THE CONTRACTOR SHALL USE THE DIMENSIONS SHOWN. SCALING OF COLAMBLA ASSOCIATION (caA) . i 4

THESE PLANS IS DISCOURAGED UNLESS DIRECTED BY THE ENGINEER. . and F
THE HOWARD SOIL COMSERVATION DISTRICT {HSCWL) . /

19. THE CONTRACTOR SHALL TEST PIT EXISTING UTILITIES, WHERE CONC * *
DIRECTED BY THE ENGINEER, A MINIMUM OF TWO WEEKS IN ADVANCE . SITTING .

OF CONSTRUCTION OP!RATIOP;S. Intent: The incent °f_ this agreement 1s: (1) to establish 8 procedure for approval of ARE A ‘ - . a1 /
ceruininlnor earth dlsturbing activivies associsted with the installarinng nf A . ‘
TeCr
20. THE DEVELOPER MUST REQUEST THAT THE DEPARTMENT OF INSPECTIONS croslon and sediment roneong Cerllow CA £ exerrise on site dlscrecion regarding G I L ¢
LICENSES AND PERMITS APPROVE WORK COMPLETED IN ACCORDANCE WITH Prior approval of o dern oy meaSUTes for such activities tn lieu of obraiming © i |
, THE APPROVED EROSION AND SEDIMENT CONTROL PIAN AND THE GRADING °r 9 # detalled erosion and sedim¥it control paln v 5
OR BUILDING PERMIT. ) This agreement 3pplies . _
d‘!![urhlr;g .cuvl;l:_ie: on ylto thrse acrtivities specified herein Any other earrh s
21. ON ALL SITES WITH DISTURBED ARFAS IN EXCESS OF 2 ACRES, 2 derniles C;C;Si ;noc within the scope of this agreement, shall be ¢ vered by
APPROVAL OF THF DEPARTMENT OF IKSPECTIONS, LICENSES AND “veh activicde on and sediment control plan, npproved by HSCD pric: ro beglnning \
PERMITS SHALL BE REQUIRED UPON COMPLETION OF INSTALLATION OF ’ *
PERIMETER EROSION AND SEDIMENT CONTROLS, BUT BEFORFE PROCEEDING This agreement shal \
WITH ANY OTHER EARTH DISTURBANCE OR GRADING. OTHER BUILDING e”"t[izv e n 1s a ;not be construed as a wa'ver of the tequitement 1o provide .
OR GRADING INSPECTION APPROVALS MAY NOT BE AUTHORIZED UNTIL o € rrosion & ' sediment control on any (ype of earth disturbing acrivi-
THE INITIAL APPROVAL BY THE DFEPARTMENT OF INSPECTIONS, “di." Y purpose ' to simplify che Procedure for complying vith the - rosinnm
LICENSES AND PERMITS IS GIVEN. ent control requirements on work of a4 minor (as delined here: nature
\‘.
22. APPROVAL SHAL BE REQUESTED ON FINAL 2BILIZATION OF, ALL Ceneral Terms ‘
SITES WITH DIS "URBED AREAS IN EXCESS OF . ACRES BEFORE REMOVAL _
OF CONTROLS. | " ;hls 3&l!enfnt shall vemain in effect, on an annually renevable bacsic. from (he
: are herein; or until terminated by either PATLY UPON wrir en net e '
23. ANY DAMAGE TO TOUNTY RIGHTS-OF-WAY AND ! AVING OF PUBLIC ROADS bt the ok ASPHALT PATH SEE SHEET OF 4 FOR LAYQUT.
SHALL BE REPAIRFD IMMEDIATELY AT THE C( iTRACTCR'S EXPUNSE IN B Hothing in this agreement et} . -
ACCORDANCE WTTH HOWARD COUNTY SPECIFIC? (TONS AND STANDARDS. trelieving CA of the tespo;‘s:bil‘:zyezzr:i:(;d i lm;::lu;(: shoul be Anterprered a4e . ‘
. ’ et ny an’ a Terms i1 (onditian B .
set fokth in th following regulart . n 5 as \ |
24. ALL FILL SHALL BE ROLLED TO A MINIMUM D’ GREE OF COMPACTION TO cgulations: \ , " "
$5% OF THE DRY UNIT WEIGHT AS DETERMINI D BY ASTM D-698. (1) The Haryla ¢ code N N ' ———2'x 4 CCA TREATED WOOD EDGER . STAKE IN OWNER/DEVELOPER
z » Matural Resoutces, Arrictla 8, Subt e 11 ediment fopn PLACE 12 0.C. ALL PAVEMENT TRANSITIONS COLUMBIA PARK & RECREATION ASSQOCIATION
25. ALL CONCRETE FOR SITE WORK SHALL BE CLAS3 2 CONCRETE AND SHALL [17) The Howard County Code, Subtitle 4, Serrjons ° 400 through 1 i SHALL MEET FLUSH . 5829 BANNEKER ROAD
BE IN ACCORDANCE WITH MARYLAND STATE HIGHWAY ADMINISTRATION extept wi ' rhrove Lo ’ COLUMBIA, MARYLAND 21044
SPECIFICATIONS AS AMENDED TO DATE. °Pr with respect to the procedure specified herein \ (301) 381 - 0020
C. This a reement do ‘
26. STRUCTURES NOTED FOR REMOVAL SHALL BE REMOVED ENTIRELY AND & SPES _nol constitute a Permit. Any required permit . |
COMPLETELY. REMOVAL OF UTILITIES OR MATERIALS THAT ARE BELOW from appropriate suthoriries P P et be obrs gozt?_ETSEE‘?V”:-'GL‘SéHL PAVEMENT TRANSITIONS
GRADE SRALL HAVE THE SURPACE ABOVE RESTORED TO MATCH ADIACENT b A shall g H :
- b3 :
GRADES. Slhil:(y [:iimix:tzf(ilcia: ::,:h APPTOpriate authority, ro assume - span ADDRESS CHART
p 0o $ "greement, and o - —_—
27. ALL DISTURBED AREAS SHALL BE STABILIZED WITH PERMANENT SEED agent with the Howard Soil Conservation nu:ncac a :lohvill e h oo Matson T
AND MULCH IN ACCORDANCE WITH PLANS APPROVED BY THE HOWARD Contrel Division. n the Howard Coun'y Sediment BUILDING | STREET ADDRESS
COUNTY CONSERVATION DISTRICT.
E. The liatson agent shall b 52{1{ ,Z&QM ;ﬁg&é &4!
28. THE DEVELOPER SHALL REQUEST A WAIVER TO HOWARD COUNTY in 2 timely manner. of an; r:::‘;:ﬂ:lehfor Informing the appropriate agencies 737' lo7 . (<)
SUBDIVISION AND LAND DEVELOPMENT REGULATIONS, SECTION *(fectivencss of any proposed or exiseim sromqor o ("0 thaL might reduce ihe /,I-\ PROPOSED IRON FRAME TOT LOT
16.116.c6, IN THE EVENT THAT WORK WILL BE DONE WITHIN A 25° existing erosion or sediment cor'rol measures . " T ™ -
WETLAND BUFFER OR 75' STREAM BUFFER AREA. WAIVER APPROVED Specific Terms w SCALE: i/8 = | -0
UNDER CLARY'S FOREST MASTER PLAN SDP-90-183 AND WP-90-129. — )
THESE WAIVERS APPLY TO ALL PATHWAYS SHOWN ON THIS PLAN. REFER A. ALl work performed under this U
ALSO TO FDP 181, PART IV, P86-128. of the 1983 Naryland - h'g;;’;:‘-;*}‘“t,ﬁ wpl; fully Wit the requirements
. CLitecations for "ol - T
sediment control oul Eroston and TION/AREA | LOT/ P
‘39. "NO. CLEARING, GRADING OR CONSTRUCTION IS PERMITTED WITHIN ol andlor srecific requirements uhich may be fsaned by 13co VILLAGE  OF R e
WETLAND OR STREAM BUFFERS EXCEPT AS APPROVED PER WAIVER B Mo vork covered by this agreement shall b ' HICKO E 3/10 47
?tTITION". WAIVER APPROVED UNDER SDP-90-183 AND WP-90-129. defined hereln) hhs been received f rom “s('mstarted until written appro-al (as [ PLAT BLOCK| ZONE [TAX/ZONE MAPTELEC DIST| CENSUS TR
TYESE WAIVERS APPLY TO ALL PATHWAYS SHOWN ON THIS PLAN. : 57%é } /1 NT 35 5 6053 0]
; 67 (O} :
30. ALL SEDIMENT AND EROSION CONTROL SHALL BE IN ACCORDANCE WITH WATER CODE SEWER CODE
'THE AGREEMENT MADE BETWEEN COIUMBIA ASSOCIATION AND HSCD N/ A N/ A
AMENDED 8/1/1990. — — ‘_L
, — SCALE -
‘RESPONSIBLE PERSONNEL CERTIFICATION CERTIFICATION BY THE ENGINEER CERTIFICATION BY THE DEVELOPER IS DEVELOPMENT PLAN 1S APPROVED FOR SOIL EROS!Q R __'evisions repared b
" : : : A DIMENT CONTROL BY THE HOWARD SOIL CONSER OF Mg o no. [description date | Prepared by SITE LAYOUT AS SHOWN
| HEREBY CERTIFY THAT ANY RESPONSIBLE PERSONNEL IN- | CERTIFY THAT THIS PLAN FOR EROSION AND SEDIMENT | CERTIFY THAT ALL DEVELOPMENT AND OR CONSTRUCTION DISTR| e O dp ™, ) e
VOLVED IN THE CONSTRUCTION PROJECT WILL HAVE A CERT- | CONTROL REPRESENTS A PRACTICAL AND WORKABLE PLAN WILL BE DONE ACCORDING TO TH!S PLAN OF DEVELOPMFNT ' PP FNGINEERS  ARCHITELTS « bLANNE S DRAWN CHECKED
IFICATE OF ATTENDANCE FROM A DEPARTMENT OF THE EN- BASED ON MY PERSONAL KNOWLEDGE OF THE SITE CONDI - "AND PLAN FOR EROSION AND SEDIMENT CONTROL AND | ALSO | abprovED o0 . TR LLT
VIRONMENT APPROVED TRAINING PROGRAM FOR THE CONTROL TIONS AND THAT iT WAS PREPARED IN ACCORDANCE WITH THE AUTHORIZE PERIODIC IN-SITE INSPECTION BY THE HOWARD SR - o0 Group VILLAGE OF HICKORY RIDGE PROJ NO_ | DATE
TRICT " AS DEEMED NECHESQARY REVIEWED FOR HOWA 1S TECHNICAL REQUIRE- 5560 STERRETT PLACE. SUITE 300 IRON FRAME WAY TOT LOf
' W #ﬂ‘” La 7. 7~ L-/8-3/ W ‘hy 9/ MENTS. RN COLUMBIA. MARYLAND 21044
- . e e e s A -
SIGNATURE OF DE VELOPER DAT SIGNATURE OF ENG@INEER DATE SIGNATURE OF DEVELOPER DATE D TTOR A / 730-7950 621-6050
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\ LOTEN T. MASKER, JR. P.E. US SOIL CONSERVATION SERVICE T MO.NO. 18317 HOWARD COWUNTY MARY LAND SHEET OF __J§
384 COLUMBIA, vy - I
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10.

16.

SEDIMENT CONTROL NOTES

A MINIMUM OF 24 HOURS NOTICE MUST BE GIVEN TO THE HOWARD COUNTY OFF JCE OF
INSPECTION AND PERMITS PRIOR TO THE START OF ANY CONSTRUCTION. (992-2437)

ALL VEGETATIVE AND STRUCTURAL PRACTICES ARE
PROVISIONS TO THIS PLAN AND ARE TO BF
STANDARDS AND SPECIFICATIONS FOR 30IL

TO BE INSTALLED ACCORDING TO THE
IN CONFORMANCE WITH THE 1983 MARYLAND
EROSION AND SEDiMENT CONTROL .

FOLLOWING THE INITIAL SOIL DISTURBANCE OR REDISTURBANCE, PERMANENT OR TEMPORARY
STABIL IZATION SHALL BE COMPLETE WITHIN: A) SEVEN (7) CALENDAR DAYS AS TO THE
SURFACE OF ALL PERIMETER SLOPES, AND ALL SLOPES GREATER THAN 3 HORIZONTAL TO 1

VERTICAL (3:1) AND B) FOURTEEN (14) DAYS AS TO ALL OTHER DISTURBED OR GRADED AREAS
ON THE PROJECT SITE.

ALL DISTURBED AREAS MUST BE STABILIZED WITHIN THE TIME PERIOD SPECIFIED ABOVE IN
ACCORDANCE WITH THE 1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR SOIL EROSION
AND SEDIMENT CONTROL FOR PERMANENT SEEDINGS (SEC. 51), SOD (SEC. 54), TEMPORARY
SEEDING (SEC. 50), AND MULCHING (SEC. 52).TEMPORARY STABILIZATION WiTH MULCH ALONE
CAN ONLY BE DONE WHEN RECOMMENDED SEEDING DATES DO NOT ALLOW FOR PROPER GERMINAT|ON
AND ESTABL ISHMENT OF GRASSES. )

ALL SEDIMENT CONTROL STRUCTURES ARE TO REMAIN IN PLACE AND ARE TO BE MAINTAINED
‘N OPERATIVE CONDITION UNTIL PERMISSION FOR THEIR REMOVAL HAS BEEN OBTAINED FROM
THE HOWARD COUNTY SEDIMENT CONTROL INSPECTOR.

ADD I TIONAL SED!MENT CONTROLS MUST BE PROVIDED (F DEEMED NECESSARY BY THE HOWARD
COUNTY DEPT. OF PUBL!C WORKS SEDIMENT CONTROL INSPECTOR .

REFER TO "1983 MARYLAND STANDARDS AND SPECIFICATIONS FOR THE SOtL EROSION AND
SEDIMENT CONTROL"™ FOR THE STANDARD DETAILS AND DETAILED SPECIFICATIONS OF EACH
PRACTICE SPECIFIED HEREIN.

WITH THE APPROVAL OF THE SEDIMENT CONTROL INSPECTOR, MINOR FIELD ADJUSTMENTS CAN
AND WILL BE MADE TO INSURE THE CONTROL OF ANY SED IMENT . CHANGES (N SEDIMENT
CONTROL PRACTICES REQUIRE PRIOR APPROVAL OF THE SEDIMENT CONTROL INSPECTOR AND
THE HOWARD COUNTY SOIL CONSERVATION DISTRICT.

ANY CHANGE TO THE GRADING PROPOSED ON THIS PLAN REQUIRES RE-—
COUNTY S01L. CONSERVATION DISTRICT FOR APPROVAL .

SUBMISSION TO HOWARD

DUST CONTROL WILL BE PROVIDED FOR
STANDARDS AND SPECIFICATIONS FOR
€2.02 FOR ACCEPTABLE

ALL DISTURBED AREAS.REFER TO 1983 MARYLAND
SOIL EROSION AND SEDIMENT CONTROL, PP 62.01 OR
METHODS AND SPECIFICATIONS FOR JUST CONTROL.

ANY VARIATION FROM THE SEQUENCE OF
APPROVAL OF THE SEDIMENT CONTROL
DISTRICT PRIOR TO THE

OPERATIONS STATED ON THIS PLAN REQUIRES THE
INSPECTOR AND THE HOWARD COUNTY SOIL CONSERVATION
INITIATION OF THE CHANGE.

ANY DISTURBED EARTH LEFT (DLE FOR PER!ODS EXCEEDING 30 DAYS SHALL BE STABILIZED
ACCORDING TO TEMPORARY STABILIZATION SPECIFICATIONS.

AT THE END OF EACH WORKING DAY ALL SEDIMENT CONTROL PRACTICE WILL BE INSPECTED
AND LEFT IN OPERATIONAL CONDITION.

THE SEDIMENT CONTROL APPROVALS ON THIS PLAN EXTEND ONLY TO AREAS AND PRACTICES
IDENTIFIED AS PROPOSED WORK .

THE APPROVAL OF THE PLAN FOR SEDIMENT AND EROS [ON CONTROL DOES- NOT REL [EVE THE
DEVELOPER/CONSULTANT FROM COMPLYING WITH ANY FEDERAL/STATE/COUNTY REQUIREMENTS
APPERTAINING TO ENVIRONMENTAL ISSUES. y

AT THIS TIME, WE BELIEVE THAT SECTIONS 404 OR

401 OF THE CLEAN WATER ACT DO NOT
EFFECT OUR SITE.

THE DEVELOPER IS RESPONSIBLE FOR THE ACQUISITION OF ALL
RIGHTS—OF—WAYS THAT MAY BE REQUIRED FOR THE SEDIMENY
STORMWATER MANAGEMENT PRACTICES AND THE DISCHARGE OF
ADJACENT OR DOWNSTREAM
FOR THE ACQUISITION OF
REQUIRED FOR GRADING

EASEMENTS, RIGHTS, AND/OR

AND EROSION CONTROL PRACTICES,
STORMWATER ONTO OR ACROSS
PROPERTIES INCLUDED IN THIS PLAN. HE IS ALSO RESPONSIBLE

ALL EASEMENTS, RIGHTS AND/OR RIGHTS—OF-WAYS THAT MAY SE
AND/OR WORK ON ADJACENT PROPERTIES INCLUDED IN THIS PLAN.

TEMPORARY AND PERMANENT SEEDING NOTES

SOIL AMENDMENTS:

SEEDING:

MULCH ING:

PERMANENT

SEEDBED PREPARAT ION:

TEMPORARY SEEDING NOTES:

APPLY TO GRADED OR CLEARED AREAS WHERE A SHORT-TERM VEGETATIVE COVER IS
NEEDED. SEEDBED PREPARATION: LOOSEN UPPER THREE INCHES OF SOIL BY RAK NG,
DiSCING OR OTHER ACCEPTABLE MEANS BEFORE SEEDING, IF NOT PREVIOUSLY LOOSENED.

APPLY 60 LBS PER ACRE 10-10-10 FERT!LIZER {14 {BS/1000 SQ. FT.)

FOR THE PERIODS MARCH 1 THRU APRIL 30, AND AUGUST 15 THRU NOVEMBER 15, SEED
WITH 2 1/2 BUSHEL PER ACRE OF ANNUAL RYE {3.2 LBS/100 SQ. FT.) FOR THE PERJOD
OF MAY 1 THRU AUGUST 14, SEED WITH 3 LBS PER ACRE OF WEEPING LOVEGRASS (.07
LBS/1000 SQ. FT.) FOR THE PERIOD OF NOVEMBER 16 THRU FEBRUARY 28, PROTECT SuTE
BY APPLYING 2 TONS PER ACRE OF WELL ANCHORED STRAW MULCH AND SEED AS SOON AS
POSSIBLE IN THE SPRING, OR USE S0D.

APPLY 1/2 TO 2 TONS PER ACRE (70 TO 90 LBS/1000 SQ.FT.) OF UNROTTED SMALL
GRAIN STRAW IMMEDIATELY AFTER SEEDING. ANCHOR MULCH IMMEDIATELY AFTER
APPLICATION USING MULCH ANCHORING TOOL OR 218 GALLONS PER ACRE {5 GAL/1000
SQ.FT.} OF EMULSIFIED ASPHALT ON FLAT AREAS. ON SLOPES 8 FEET OR HIGHER, USE
348 GALLONS PER ACRE (8 GAL/1000 SQ.FT.) FOR ANCHORING. REFER TO THE 1983
MARYLAND STANDARDS AND SPECIF|CATIONS FOR SOIL EROSION AND SEDIMENT CONTROL
FOR RATE AND METHODS NOT COVERED.

SEEDING NOTES: APPLY TO GRADED OR CLEARED AREAS NOT SUBJECT TO IMMEDIATE
FURTHER DISTURBANCE WHERE A PERMANENT LONG-LIVED VEGETATIVE CLOVER IS NEEDED.

LOOSEN UPPER THREE INCHES OF SOIL BY RAKING, DISCING OR OTHER

SEQUENCE OF CONSTRUCTION

10.

1.

12.

13.

14.

15.

]

OBTAIN GRADING PERMIT FROM HOWARD
COUNTY DEPARTMENT OF INSPECTIONS,
LICENSES AND PERMITS.

NOTIFY MD. DEPARTMENT OF ENVIRONMENT
TEN (10) DAYS PRIOR TO COMMENCING
WORK. VERBAL NOTIFICATION IS TO BE
FOLLOWED BY WRITTEN NOTICE WITHIN
TEN (10) DAYS.

NOTIFY INSPECTIONS, LICENSES AND

PERMITS AT LEAST 48 HOURS BEFORE ANY
WORK BEGINS,

CLEAR AND GRUB FOR SEDIMENT AND
EROSION CONTROL MEASURES ONLY.

2 DAYS
INSTALL STABILIZED CONSTRUCTION
ENTRANCES.

1 DAY

INSTALL SEDIMENT AND EROSION CONTROL
MEASURES ASSOCIATED WITH PATHWAY AND

TOT LOT AREAS. INSTALL PATHWAY AND
TOT LOT AREAS. 5 DAYS

INSTALL SILT FENCE ALONG THE PATH OR
TOT 1oT AREA SECTION TO BE
CONSTRUCTED. PLACE ON THE DOWNHILL
SIDE OF THE PROPOSED PATH 1IN
ACCORDANCE WITH THE HOWARD COUNTY
SOIL CONSERVATION DISTRICT,
DEPARTMENT OF INSPECTIONS, LICENSES
AND  PERMITS AND 1983 MARYLAND
STANDARDS AND SPECIFICATIONS FOR
SOIL EROSION AND SEDIMENT CONTROL.

2 DAYS

NOTIFY HOWARD COUNTY DEPARTMENT OF
INSPECTIONS, LICENSES AND PERMITS,
SEDIMENT CONTROL DIVISION UPON
COMPLETION OF SAID INSTALLATION.

ALL PROPOSED PATHWAY LOCATIONS SHALL
BE FIELD STAKED AND APPROVED BY THE
PROJECT ENGINEER. PATHWAYS SHALL BE
LAID OUT 30' FROM EXISTING STREAM
CHANNELS WHERE OPEN SPACE PROPERTY
LIMITS PERMIT. 2 DAYS

WITH THE APPROVAL OF HOWARD COUNTY
DEPARTMENT OF INSPECTIONS, LICENSES
AND PERMITS AND THE SEDIMENT CONTROL
INSPECTOR, CLEAR AND GRUB AREAS FOR
PATHWAY CONSTRUCTION.

3 DAYs

GRADE AREAS FOR PATHWAY CONSTRUCTION
AS CLOSE TO EXISTING GRADES &S

POSSIBLE. Ck0OSS SLOPES SHALL
REFLECT EXISTING TOPOGRAPHIC
CONDITIONS. 3 DAYS

MAINTAIN POSITIVE DRAINAGE TO
SEDIMENT CONTROL STRUCTURES. NO
SIOPES SHALL EXCEED 3:1 SLOPE.

STABILIZE ROUGH GRADED AREAS PER
SPECIFICATIONS LISTED.

2 DAYS

STABILIZE ALL DISTURBED AREAS
IMMEDIATELY FOLLOWING INITIAL SOIL
DISTURBANCE AND WITHIN 14 DAYS.

INSTALL BASE COURSE AND BITUMINOUS
ASPHALT AS REQUIRED TO MAINTAIN
POSITIVE DRAINAGE FLOW. PERMANENTLY
STABILIZE ALL DISTURBED AREAS ON
EITHER SIDE OF PATHWAYS.

10 DAYS

AFTER OBTAINING PERMISSION FROM THE
SEDIMENT CONTROL INSPECTOR, REMOVE
ALL EROSION CONTROL DEVICES AND
STABILIZE THOSE AREAS.

1 DAY

R _. L
I_J_m.,‘.i
50" min _ EXISTING N
} - —+ PAVEMENT W™
| Wy X
ac iyt § min
Fg:::./ PROFILE T LHOUNTAILE BERM CROSS SECTION

{Optioner)

EXISTING
PAVEMENT

PLAN VIIW

o ion. Soecificati

1. Length - minimum of 50 (30 for single residence lo).

2. Width - Ten (10) foot minimum, should be flared

: ‘ &t the existing road 1o provide a
turning radius. ’

3 Geo.textile_flbric (filter cloth) over the entire area prior to placing stone. Single
family residence may not require geotextile.
q. Stone - crushed sggregate wl (1&) /2"

tquivalent shall be placed at Jeast six {
the entrance.

10 3%), or reclaimed or recycled concrete

5 Surface Water - all surfice water flowing to or diverted toward construction

entrances shall be piped under the entrance. If piping is impractical, & mountable
berm with 5§ :) slopes will be permitted.

6. Mnin!enlnce ~ the entrance shall be maintained in x condition which will minimize
lrackgnl o!: sedimeni ento public rights-of -way. This may.; reQuire periodic top
dressing with additional stone as conditions demand and-repair and/or cleanout of
&ny measures used 1o trap sediment. All sediment spilled, dropped, washed or
lrlcko'd onto puplic rights-of -way must be removed immediately by vacyum
Sweeping, icraping, or sweeping.

7. \\_(lshmg + wheels shalt be cleaned o remove sediment prior to entrance onto pubhic
nghls-of-wq. Whes washing s required, it shal] be done on an area stabilized with
stone and which drains into en approved sediment trapping device.

L Daily inspection and maintenance is required.

6) inches deep over the length and width of ~

STABILIZED CONSTRUCTION ENTRANCE

CuT OR FrL
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Construction Specifications

for

Dikes, Swales, and Dike/Swales

1. A1l trees. drush, stumps, obstrwctions and other 6.
objectionable matertal shall e resoved and
disposed o7 30 83 not Lo interfere with the
proper functioning of the dike, swale, or
dike/swalt.

7. The dite. twale or dike/swale shall be
construclied to bine, grade, and cross-section as
required L0 et the criteria specified in this
1tandard:

3. AN {4114 shall be compacted by carth moving
eyuipment .

4. Any excelt excavated material shall be disposed
of 3o that 1t will not create & source of
sediment:

5. AL dibet, dwales, or dike/swales shall have
uninterrupled positive grade to & stabilired

outlet.

.. Ruroff diverted from a disturbed area
shall be conveyed to & sediment trag or LB
basin.

b. Rupoff diverted from an wndislurbed ares 5.
sha!] be conveyed to an undisturbed
stabilized ares &t non-erosive velocity

Areas disturbed by construction of the dike,

swale,

or dike/svale, and the dite, swale or

dikefswale itself shall be stabilized within
7 days of completion of conmstruction,

Stabilization of the flow channel shall be
accomplished within 7 days of completion of
construction, and shall be in accordance with
the following chart

Channel Grade

Flow Channel Stabilizacion

Stabilization Method

0.5¢ te 5.08

5. 1% to 10.0%

Over 10.00

It channel gradient limitations are eaceeded.
an individual design shall be required

Inspection and required mainlenance muil Le
provided periedically and sfter each rawn

evenlt

/2 A-2 EARTH DIKE

Seed and erosion control
matting, or sod

Ltne channe) with slone over
tilter ¢tloth - {See SHA
chart

Standard Symbol

Embed Fliter Cloth

Parapective View
/_ 36" min. fence post

Filter Cloth l' _
~
20" min.

Flow Undisturbed Ground
T

APPROWVE & FMe B0 WATER PLRL T SEWERAGE Y UTEMS
CROHM DRAINAGE SYSTE M AND PUBLIC READS
HOWARD COUNTY DEPARTMENT 'F PUBL 11 WORKS o
10° Max €. to cC. 16" min. fen . f REVIEWEDs NO FACILITIES REQUIRED. // .
r\‘[/_ 16" :Ln. Lntzeqf-xc:und Ovrnrg— 7 ™ — o 7.9 /4
. / DIRECTOR DATE
. Mﬁ&&;ﬁ-g 2B RN
16" min. CHIEF, 8U P EN NATE
APPROVE D HOWARD COUNTY DERFARTMENT F o 00N AN N NG
° min.
oy
o S 72/9/

GAYE

a[inf4r

EF DIVISION YW EOMMUNITY
PLANNING AND | AND
DEVELOPMENT

into Grmmd_LJ 6"

min. mnin.

Silt Fence
Construction Specifications

APPR{IVE D

FOR PUBLIC WATER AND FUBL (. SEWEHA YOOTE M
HOWARLD COUNTY HEALTH DEPARTMENT
REVIEWED: NO FACILITIES REQUIRED.

?—C-%

I. Silt fences must be embedded, or keyed in, at least 1 inches info the ground. Laying
the lower edge of the filter fabric on the ground and covering 3l with soil is not an
scceptable method of keying in. The key-in trench can be excavated by hangd or by
ditching equipment. Alter the silt fence is constructed, the trench must be back(illed
and compacted.

2. Fence posts must be
u. at least 36 inches long, and
b. have & cross sectional ares of at lesst 3 square inches if wooden, or
c. weigh at least | pound per linear oot if steel T or U type, and
d. on 10 foot maximum centers, and

¢. driven at least 16 inchet into the ground.

Individuat design. 3.

The [ilter fabric must be fastened securely 1o the fence posts.

4. When two sections of filter fabric are joined together, the joint must occur st & fence

post. The ends of the [ilter fabric should be overlapped by at lenst 6 inches, lolded,
and [astened fo the fence post so that no gaps in the fence occur. Manulacturer's

recommendations for joining fabric sections maybe followed ns long ms the resulting

[

joint does not create gaps in the silt fence.
Silt fence mutt be localed along the contours,

[ Silt fences must be inspected periodically and wlier exch rain event and maintenance
performed s necessary.

NO SCALE

NO SCALE

3/

i1 '
—— 4 CONC. WITH 6x 6

4" CR-6

MAX 16™-0" COMPACTED  SUBGRADE
1" L 0.C. AN
/2 X /2 oo ‘ oAt
SCORED JOINT o ——H ;Y% PREMOLD
JOINT FILLER
> o
— X ——H—
0 o -
SCORED JOINT CONTROL JOINT =INEMEN =z e

CONCRETE

(4

PAVING DETAIL

0
o WWM

(3

SILT FENCE

3/

LIMIT OF DISTURBANCE 10'

NO SCALE

[VARIES)
PROPOSED ¢'
PATHWAY

TYPICAL SiLT
FENCE LOCATION

~EXISTING GROUND

-

—CONTRACTOR SHALL- PROVIDE CURLEX
SLOPE STABILIZATION AT ALL

SLOPED AREAS AJACENT TO PATHWAYS.

4"BAND SN SURFACE COURSE
COMPACTED SUBGRADE 95 %,

12" CR-6 BASE COURSE

WITHIN NON-TIDAL WETLAND AREAS
5 TYPICAL PATHWAY CROSS SECTION

ACCEPTABLE MEANS BEFORE SEEDING, |IF NOT PREVIOUSLY LOOSENED. w NO SCALE NG SCALE
SOIL AMENDMENTS: IN LIEU OF SOIL TESTS RECOMMENDAT IONS, USE ONE OF THE FOLLOWING
SCHEDULES. .
1. PREFERRED — APPLY 2 TONS PER ACRE DOLOMITIC L IMESTONE
{92 LBS/1000 SQ.FT.) AND 500 LBS PER ACRE 10—10—10
FERTILIZER (14 LBS/1000 SQ FT.) BEFORE SEED}NCT;.UEHgROW
OR DI{SC INTO UPPER THREE {NCHES OF SOIL. A | .
SEEDING, APPLY 400 LB. PER ACRE 30—0—0 UREAFORM TYPICAL EARTH DIKE PLACEMENT
A S one e RO (TS o
2. ACCEPTABLE — APPLY 2 TONS PER ACRE DOLOMITIC LiIMESTONE FNTRANCE SPECIFICATION BOTH / igﬁil&li#ﬂ% %ngléL CS$NSTRUCTJON.
{92 LBS/1000 SQ.FT.) BEFORE SEEDING. HARROW OR DISC INT® SIDES TYP .
UPPER THREE INCHES OF SOIL. ; . TYPICAL SILT FENCE
3/ PLACEMENT
SEEDING: FOR THE PER!ODS MARCH 1 THRU APRIL 30, AND AUGUST 1 THRU OCTOBER 15, SEED , X
WiTH 60 LBS PER ACRE (1.4 LBS/1000 SQ. FT.) OF KENTUCKY. 31 TALL FESCUE. FOR N\ s W
THE PERICD MAY 1 THRU JULY 31, SEED WITH 60 LBS KENTUCKY 31 TALL FESCUE PER P :.<!_J 4
ACRE AND 2 LBS PER ACRE (.05 LBS/100 5Q. FT.) OF WEEPING LOVEGRASS. DURING /// ‘a:‘,:m : A )
THE PERIOD OF OCTOBER 16 THRU FEBRUARY 28, PROTECT SITE BY: OPTION: (1) 2 r'y W @iz _ S— __ B ]
TONS PER ACRE OF WELL ANCHORED STRAW MULC? ?ND SEED AS SOON Q/S/ ZOSSPI(EhEU(IﬁY ' ""g o ope : ~WNE VT OPE -
THE SPRING. OPTION (2} USE SO0. OPTION (3) SEED WITH 60 LBS/ACRE SL o e o o
31 TALL FESCUE AND Nl(}Lg.‘H WITH 2 TONS/ACRE WELL ANCHORED STRAW. SLOPE ‘:‘/ SLOPE A uxJ 5 - SLOPE <I: | ;L_ ' 0N SARK B RECSE AT ASAUCIAT ON
i . < | e (=3n S =A TKES RO
MULCHING: APPLY 1 1/2 TO 2 TONS PER ACRE (70 TO 90 LBS/1000 SQ. FT.) OF UNROTTED SMALL } | | 7 N . o 5‘.52_ ANAE t, | .
GRAIN STRAW IMMEDIATELY AFTER SEEDING. ANCHOR MULCH IMMED IATELY AFTER ' 3 ‘ \ f = 3‘: _ CLLUMBIA. MA& ¢ Al a4
APPLICATION USING MULCH ANCHORING TOOL OR 21B GALLONS PER ACRE {5 GAL/1000 ﬁ 5% n ! L » : mg_ % . e e
5Q. FT.) OF EMULSIFIED ASPHALT ON FLAT AREAS. ON SLOPES 8 FEET OR HIGHER, USE E Wl PROPOSED i ! : [ ERIDGE l :c.o ~ < @ O_ i T
348 GALLONS PER ACRE (8 GAL/1000 SQ. FT.} FOR ANCHORING. g,# S 4 %I— i —- - +-- P Y 3 ——
o 12 - — R
MAINTENANCE ~ INSPECT ALL SEEPED AREAS AND MAKE NEEDED REPAIRS, REPLACEMENTS AND - g = 4 w ’ l ({" | ~| =0 L
B 1 = Bariaibs ©a ADDRESS  LHART
N SLOPE \ ] T o SLOPE |~ _SLOPE |12
; SLOPE <( TR {{) Aza _‘O J TYP —_—— ) - IO."" wt VNI "“HFFv
] : d - . . N = T i R L LI NIE L . P~ S I L R 1
SITE ANALYSIS NERE i F
v @ lwgl 9 — ToT Lor. 5940 T@ow Fiarts Way
L. PROPUSED PATHWAY 300 L.F TOTAL, 1,800 SF PA/ED AREA. | { =z |
- PROPOSED €R.DGE CRUSSING () TOTAL vz
N = I (4 = . .
3 TOTAL FinTORBEE AREA -4 o0 mrT T | 53| 2] 0
BN L . = ' K " { ! A I T-Y
5 TOTAL FILL 13 C ¢ TYP VARIES VARIES VARIES P
6. 1,200 S.F TO BE VEGETATIVELY STABILIZED. —— R e
_LAGE OF
HICKoK Y ~cce 20100 47 |
f - " BoOo¥ ZONE TAT O TOINE MAT nier ERGLG TR
N\ BRIDGE INSTALLATION PLAN Y re e e s
k) 6722 // s A
! \y SCALE : t/8%= " -Q" WwaTEE © OO OWE S 4
N A N /A
! t
r A » - ~ o ! revisions SCALS
RESPONSIBLE PERSONNEL CERTIFICATION | CERTIFICATION BY THE ENGINEER CERTIFICATION B8Y THE DEVELOPER DEVELOPMENT L 4N S APpRAVEDT FOR SO ERCSIQ s TaesTBton ]dale prepared by SITE DETAIL SHEET A% OSHONN
"1 HEREBYRERTIFY THAT ANY RESPONSIBLE PERSONNEL éN- | CERTIFY THAT THIS PLAN FOR EROSION AND SEDIMENT "1 CERTIFY THAT ALL DEVELOPMENT ANC OR CONSTRUCTION | . NCREERS = 215 e T s 1 Ao DRAWN (MECKE
VOLVED IN THE CONSTRUCTION PROJECT WILL HAVE A CERT- CONTROL REPRESENTS A PRACTICAL AND WORKABLE PLAN WILL BE DONE ACCORDING TO THIS PLAN OF DEVEL “EMENT | ® L SHURITECTS b ANNE O
5%3;585#%%:%‘“28%&%&3 F?ggggmﬁﬁgRoT"HzHc%Nﬁ%L BASED 'ON MY PERSONAL KNOWLEDGE OF THE SITE CONDI - /AND PLAN FOR EROSION ANC SEDIMENT ONTROL NI 4,50 | popeo e ::. | VILLAGE OF HICKORY RIDGE | T.R. LD
v T AND THAT IT WAS PREPARED IN ACCORDANCE WITH THE AUTHOR!ZE PERIODIC ON SiTE INSPECT ION BY THE ~OWARD —_— Y Tt . PROS Ne At
OF SEDIMENT AND EROSION BEFORE BEGINNING THE PROJECT™ |  LONS SND THAT IT THE HOWARD 2o CONSE AVATION D1 SOIL_CCNSERVATION DISTRICT IR THIER AUTHOR 2ED 45ENTS HOWARD S ( © CATE CLARY'S FOREST NEIGHBORHOOD 324
| ,i ‘ - TRICT \ o AS DEEMED NEQESEARY REVIEWED FOR ROWA TECHNITAL REQUIRE 5560 STERRETT PLACE SUITE 300 IRON FRAME WAY TOT LOT 87 ¥
‘-p M _é *-/8-9 ﬂt!ﬂl | MENTS : COLUMBIA MARYLAND 21044
‘ SIGNATURE OF D VELOPER iy OOF  SIENATURE OF ENGINEER ST oA T S.GNA?U;SE"OEUFVEL‘&S{; " ” / wary Ot [ 01 130 7650 5216050 3 4
{ PRINT NAME BELOW) m . {PRINT NAME BELOW (PRINT NAME BELw) . £D o o _ o .. NT MASK ~JRPE. R AL A e o
| A _ _LOTEN T. MASKER, JR. PE. ' U'S SOIL CONSERVATION SERV CE DATE MD. NO. 18317 { | RO sART CLUnT, LANL |
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= ) R - " 1 APPROVED: FOR PUBLIC WATER, PUBLIC SEWERAGE SYSTEMS,
STORM DRAINAGE STSTEMS AND PUBLIC ROADS
HOWARD COUNTY DEPARTMENT OF PUBLIC WORKS
REVIEWED: NO FACILITIES REQUIRED. _
¢ _—M\— = — 2327
TOR .- ﬁATEZ
L Ceares P Qaliur A A
CHIEF, BUREAU OF ENGINEERNGSCIP _— _t?:g* o
B —-—0, APPROVED: HOWARD COUNTY DEPARTMENT OF PL ANFING AND ZONING
‘..{1,1.&;3\& FASTeN WiTH 20d NAILS 12"0.C . AT gOAY —Jf 24 o M
- : —~ '1.:[" v —_ ‘ - S
® ®®e . _T.__..i/z“ DECK BOARD SPACING
1 | ' [VISION OF COMMUN' T
] y PLANNING AND LAND v
: . DEVELOPMENT g
" T ATTACH BOTTOM CHORD 10 6x6'USING 2'%2"x 4
- 5»+0-id]—— GAL. ANGLE IRON AND (3) I/2'% 5" LAG BOLTS.
APPROVED: FOR PUBLIC WATER AND PUBLIC SEWERAGE SYSTEMS,
(] ey < HOWARD COUNTY HMEALTH DEPARTMENT,
® ol ° ] N@ N l - (3)1/2%5" LAG BOLTS REVIEWED: NO FACILITIES REQUIRED.,
| \_‘TYPICAL 4 SPLIT - I \\ \, l| < 7 9;’ S
= e M . . / . i
: FoveRL RING CONNECTION. g1t 34" ' N |BOLT 66 SLEEPERS TOGETHER WITH qn PR
| - TYPICAL 2-//2"SPL . S - (4) Y2’k 10" LAG BOLTS 2'-0"0.C. -
| RING CONNECTION, B e NN PN s
- J L . l 1 n ot CAN Do (wokg NOTES: '
Py eane) n 4-T 0L 4 £-0" 64 b 4-T"oLT r L oL ro ‘ / I ALL LUMBER SHALL BE 60 CC.A. TREATED, SOUTHERN
: > "o (2) 6%6-10' YELLOW PINE # 2 8 BETTER S4S MIN,STRESS GRADE
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